PARTS, REBUILD KITS, AND MOUNTING BRACKETS IDENTIFICATION GUIDE FOR HOLLAND FIFTH WHEELS
HOLLAND FIFTH WHEEL REBUILD AND REPAIR KITS

**FWAL**
LOW LUBE

**CAPACITY:**
55,000 LBS. (25,000 kg) MAX VERTICAL LOAD
150,000 LBS. (68,000 kg) MAX DRAWBAR PULL

**TOP PLATE**
XA-AL-A-L-P (LH)
XA-AL-A-P (RH)

**REBUILD KIT**
RK-AL-A-L
RK-AL-11078
RK-10495-AL-P
RK-AL-1

**JAW KIT**
RK-AL-3
RK-AL-301
RK-AL-14
RK-AL-15

**HANDLE KIT**
RK-AL-12
RK-AL-13
RK-AL-14

**LUBE PLATE & POCKET INSERTS**
LUBE PLATE KIT: RK-331-1
POCKET INSERTS: RK-PKT-3

**FW35**

**TOP PLATE**
XA-351-A-L-P (LH)
XA-351-A-P (RH)

**REBUILD KIT**
RK-351-A-L (LH)
RK-351-A-P (RH)
RK-351-07296
RK-08415-1

**JAW KIT**
RK-351-A-1
RK-06947-1
RK-10605

**HANDLE KIT**

**BRACKET CONNECTION KIT**
TRADITIONAL RK-06973-1
ILS RK-10605

**FW0070**

**TOP PLATE**
XA-71-DAP 2˝ KINGPIN
XA-71-OAP 3.5˝ KINGPIN

**REBUILD KIT**
9˝ MOUNT HEIGHT
RK-65014 2 KINGPIN
RK-65014-1 2 KINGPIN
RK-65015-1 3.5˝ KINGPIN

**JAW KIT**
RK-65024 FOR 2˝ KINGPIN JAW
RK-65024-1 FOR 3.5˝ KINGPIN JAW

**HANDLES**
9˝ MOUNT XA-1117-4

**BRACKET CONNECTIONS**
PINS XE-02759
BUSHINGS XB-0012-3

**CAPACITY:**
70,000 LBS. (32,000 kg) MAX VERTICAL LOAD
200,000 LBS. (91,000 kg) MAX DRAWBAR PULL

NOTE: If the HOLLAND fifth wheel number you are looking for is not mentioned in this flyer, please contact our customer service representatives for assistance.
HOLLAND FIFTH WHEEL REBUILD AND REPAIR KITS

FW33 LOW LUBE
CAPACITY: 55,000 LBS. (25,000 kg) MAX VERTICAL LOAD
150,000 LBS. (68,000 kg) MAX DRAWBAR PULL

- TOP PLATE
  - XA-331-A-L-P (LH)
  - XA-331-A-P (RH)

- REBUILD KIT
  - RK-351-A-L (LH)
  - RK-351-A (RH)

- JAW KIT
  - RK-351-07296

- HANDLE KIT
  - RK-08415-1

- LUBE PLATE & POCKET INSERTS
  - RK-331-3
  - LUBE PLATE KIT: RK-331-1
  - POCKET INSERTS: RK-PKT-2

FW31 NO LUBE
CAPACITY: 55,000 LBS. (25,000 kg) MAX VERTICAL LOAD
150,000 LBS. (68,000 kg) MAX DRAWBAR PULL

- TOP PLATE
  - XA-311-A-L-P (LH)
  - XA-311-A-P (RH)

- REBUILD KIT
  - RK-311-A-L (LH)
  - RK-311-A (RH)

- JAW KIT
  - RK-311-LK

- HANDLE KIT
  - RK-311-10344

- LUBE PLATE & POCKET INSERTS
  - RK-331-3
  - LUBE PLATE KIT: RK-331-1
  - POCKET INSERTS: RK-PKT-2

FW8
CAPACITY: 50,000 LBS. (22,679 kg) MAX VERTICAL LOAD
150,000 LBS. (68,000 kg) MAX DRAWBAR PULL

- TOP PLATE
  - XA-201-A-L-P (LH)
  - XA-201-A-P (RH)

- REBUILD KIT
  - RK-201-A-L (LH)
  - RK-201-A3 (RH)

- HANDLE KIT
  - RK-09557 (LH)
  - RK-09556 (RH)

- BRACKET CONNECTION KIT
  - TRADITIONAL RK-06973-1
  - ILS RK-10605

NOTE: If the HOLLAND fifth wheel number you are looking for is not mentioned in this flyer, please contact our customer service representatives for assistance.
HOLLAND FIFTH WHEEL REBUILD AND REPAIR KITS

**FWS1**

**CAPACITY:**
- 50,000 LBS. (22,679 kg) MAX VERTICAL LOAD
- 150,000 LBS. (68,000 kg) MAX DRAWBAR PULL

**TOP PLATE**
- XA-51-A-L-P

**REBUILD KIT**
- RK-FWS-A-L

**JAW KIT**
- RK-4109939

**BRACKET CONNECTION KIT**
- TRADITIONAL SLIDER & INTEGRATED PLATE MOUNT
  - RK-06973-1
- ILS SLIDER & STATIONARY
  - RK-10605

NOTE: For Simplex model top plates and rebuild kit information, see Fifth Wheel Parts Catalog FW-10081PM.

**FW17**

**CAPACITY:**
- 50,000 LBS. (22,679 kg) MAX VERTICAL LOAD
- 150,000 LBS. (68,000 kg) MAX DRAWBAR PULL

**TOP PLATE**
- XA-17-A-L-P

**REBUILD KIT**
- RK-17-A-L

**JAW KIT**
- RK-171-11078

**HANDLE KIT**
- RK-171-11079

**BRACKET CONNECTION KIT**
- TRADITIONAL SLIDER & INTEGRATED PLATE MOUNT
  - RK-06973-1
- ILS SLIDER & STATIONARY
  - RK-10605

**FW16**

**LOW LUBE**

**CAPACITY:**
- 50,000 LBS. (22,679 kg) MAX VERTICAL LOAD
- 150,000 LBS. (68,000 kg) MAX DRAWBAR PULL

**TOP PLATE**
- XA-16-A-L-P (LH)
- XA-16-A-P (RH)

**REBUILD KIT**
- RK-161-A
  - (both LH and RH)

**JAW KIT**
- RK-161-11078
  - (both LH and RH)

**HANDLE KIT**
- RK-161-11493
  - (both LH and RH)

**BRACKET CONNECTION KIT**
- TRADITIONAL SLIDER & INTEGRATED PLATE MOUNT
  - RK-06973-1
- ILS SLIDER & STATIONARY
  - RK-10605

**LUBE PLATE KIT:** RK-161-1
**POCKET INSERTS:** RK-PKT-2

NOTE: If the HOLLAND fifth wheel number you are looking for is not mentioned in this flyer, please contact our customer service representatives for assistance.

CANADA CALL 519.537.3494 • WESTERN CANADA 604.574.7491
### Rebuild Kits with Stainless Steel Air Cylinder

<table>
<thead>
<tr>
<th>Assembly Number</th>
<th>Top Plate</th>
<th>Rebuild Kit</th>
<th>Air Cylinder</th>
<th>Bracket</th>
<th>Height</th>
</tr>
</thead>
<tbody>
<tr>
<td>FW35-03344-1</td>
<td>XA-351-03505-P</td>
<td>RK-351-03505</td>
<td>XA-2524-R-13-1</td>
<td>XA-02763</td>
<td>7.5&quot;</td>
</tr>
<tr>
<td>FW35-03344-2</td>
<td>XA-351-03505-P</td>
<td>RK-351-03505</td>
<td>XA-2524-R-13-1</td>
<td>XA-02763</td>
<td>10.0&quot;</td>
</tr>
<tr>
<td>FW35-03344-3</td>
<td>XA-351-03505-2-P</td>
<td>RK-351-03505-2</td>
<td>XA-2524-R-13-1</td>
<td>XA-02763</td>
<td>7.5&quot;</td>
</tr>
<tr>
<td>FW35-03344-4</td>
<td>XA-351-03505-3-P</td>
<td>RK-351-03505-3</td>
<td>XA-2524-R-13-3</td>
<td>XA-02763</td>
<td>7.5&quot;</td>
</tr>
<tr>
<td>FW35-03344-5</td>
<td>XA-351-03505-4-P</td>
<td>RK-351-03505-4</td>
<td>XA-2524-R-13-2</td>
<td>XA-02763</td>
<td>7.5&quot;</td>
</tr>
<tr>
<td>FW35-03344-6</td>
<td>XA-351-03505-5-P</td>
<td>RK-351-03505-5</td>
<td>XA-2524-R-13-1</td>
<td>XA-02763</td>
<td>7.5&quot;</td>
</tr>
<tr>
<td>FW35-03344-7</td>
<td>XA-351-03505-6-P</td>
<td>RK-351-03505-6</td>
<td>XA-2524-R-13-1</td>
<td>XA-02763</td>
<td>8.5&quot;</td>
</tr>
<tr>
<td>FW35-03344-8</td>
<td>XA-351-03505-7-P</td>
<td>RK-351-03505-7</td>
<td>XA-2524-R-13-1</td>
<td>XA-02763</td>
<td>7.5&quot;</td>
</tr>
<tr>
<td>FW35-03344-9</td>
<td>XA-351-03505-8-P</td>
<td>RK-351-03505-8</td>
<td>XA-2524-R-13-3</td>
<td>XA-02763</td>
<td>7.5&quot;</td>
</tr>
<tr>
<td>FW35-03344-10</td>
<td>XA-351-03505-9-P</td>
<td>RK-351-03505-9</td>
<td>XA-2524-R-13-3</td>
<td>XA-02763</td>
<td>10.0&quot;</td>
</tr>
</tbody>
</table>

### Rebuild Kits with Aluminum Air Cylinder

<table>
<thead>
<tr>
<th>Assembly Number</th>
<th>Top Plate</th>
<th>Rebuild Kit</th>
<th>Air Cylinder</th>
<th>Bracket</th>
<th>Height</th>
</tr>
</thead>
<tbody>
<tr>
<td>FW35-03344-1</td>
<td>XA-351-03505-P</td>
<td>RK-351-03505-P</td>
<td>XA-11702</td>
<td>XA-02763</td>
<td>7.5&quot;</td>
</tr>
<tr>
<td>FW35-03344-2</td>
<td>XA-351-03505-P</td>
<td>RK-351-03505-P</td>
<td>XA-11702</td>
<td>XA-02763</td>
<td>10.0&quot;</td>
</tr>
<tr>
<td>FW35-03344-3</td>
<td>XA-351-03505-2-P</td>
<td>RK-351-03505-2-P</td>
<td>XA-11702</td>
<td>XA-02763</td>
<td>7.5&quot;</td>
</tr>
<tr>
<td>FW35-03344-4</td>
<td>XA-351-03505-3-P</td>
<td>RK-351-03505-3-P</td>
<td>XA-11703</td>
<td>XA-02763</td>
<td>7.5&quot;</td>
</tr>
<tr>
<td>FW35-03344-5</td>
<td>XA-351-03505-4-P</td>
<td>RK-351-03505-4-P</td>
<td>XA-11702</td>
<td>XA-02763</td>
<td>7.5&quot;</td>
</tr>
<tr>
<td>FW35-03344-6</td>
<td>XA-351-03505-5-P</td>
<td>RK-351-03505-5-P</td>
<td>XA-11702</td>
<td>XA-02763</td>
<td>7.5&quot;</td>
</tr>
<tr>
<td>FW35-03344-7</td>
<td>XA-351-03505-6-P</td>
<td>RK-351-03505-6-P</td>
<td>XA-11702</td>
<td>XA-02763</td>
<td>7.5&quot;</td>
</tr>
<tr>
<td>FW35-03344-8</td>
<td>XA-351-03505-7-P</td>
<td>RK-351-03505-7-P</td>
<td>XA-11702</td>
<td>XA-02763</td>
<td>8.5&quot;</td>
</tr>
<tr>
<td>FW35-03344-9</td>
<td>XA-351-03505-8-P</td>
<td>RK-351-03505-8-P</td>
<td>XA-11702</td>
<td>XA-02763</td>
<td>7.5&quot;</td>
</tr>
<tr>
<td>FW35-03344-10</td>
<td>XA-351-03505-9-P</td>
<td>RK-351-03505-9-P</td>
<td>XA-11702</td>
<td>XA-02763</td>
<td>10.0&quot;</td>
</tr>
</tbody>
</table>

### Air Cylinders: Note Air Inlet and Port Locations for Proper Cylinder Selection

- **Stainless Steel**: XA-2524-R-13-1
- **Aluminum**: XA-11702

**Jaw Kit**: RK-351-08332-1

**Bracket Connection Kit**: RK-04413-1

**Bushings**: XB-0011

---

**For All Terminal Tractor Models**

**USA Call 800.876.3929**
### Fifth Wheel Assembly Part Number Guide

#### FW 35 X X XX X X XX*

<table>
<thead>
<tr>
<th>General Holland Prefix</th>
<th>Fifth Wheel*** Series</th>
</tr>
</thead>
<tbody>
<tr>
<td>35 = FW35 Series</td>
<td>Low Lube</td>
</tr>
<tr>
<td>33 = FW33 Series</td>
<td>No Lube</td>
</tr>
<tr>
<td>31 = FW31 Series</td>
<td>Low Lube</td>
</tr>
<tr>
<td>17 = FW17 Series</td>
<td>Low Lube</td>
</tr>
<tr>
<td>16 = FW16 Series</td>
<td>Low Lube</td>
</tr>
<tr>
<td>AL = FWAL Series</td>
<td>Low Lube</td>
</tr>
</tbody>
</table>

**Mounting Style**
- **Standard Duty Sliders**
  - A = Outboard (1 pc. Tie-Bar)
  - B = Inboard (3 pc. Tie-Bar)
  - C = Inboard (Straight 3 pc. Tie-Bar) (DTNA Air Fitting)
  - D = Outboard (1 pc. Tie-Bar) (DTNA Air Fitting)
  - E = Inboard (1 pc. Tie-Bar for PACCAR)
  - F = Outboard (1 pc. Tie-Bar for PACCAR)
  - G = Inboard (Direct 3 pc. Tie-Bar for PACCAR)
  - H = Inboard (+40K Suspension-PACCAR)
  - I = Outboard (+40K Suspension-PACCAR)

**Angles**
- No Angle Mounting Systems
- W = Aftermarket Inboard No-Tilt & FW33 Komp (Serrated Edge)
- X = Outboard slider or Inboard slider w/o angles or Stationary w/o Angles
- Y = Outboard No-Tilt
- Z = OEM Inboard No-Tilt (Straight Edge)

**Release Handle**
- L = Left-Hand (Road-Side)
- R = Right-Hand (Curb-Side)

**Travel**
- 00 = Stationary
- 12 = 12" No-Tilt
- 18 = 18" No-Tilt
- 24 = 24" No-Tilt
- 30 = 30" No-Tilt
- 36 = 36" No-Tilt
- 48 = 48" No-Tilt

**Option Code**
- 00 = No Option
- 02 = Manual Secondary Lock
- 24 = Drilled & Tapped for Auto Lube
- 28 = Dolly Release Handle
- 86 = Air Release Top Plate
- 1L = Standard ELI-te
- 1N = ELI-te with Manual Secondary
- 1P = ELI-te with Option 24 Auto Lube
- 1R = ELI-te with Option 14 Lube Fittings
- 1S = ELI-te with No-Tilt
- 1V = Pre-Drilled for ELI-te
- 1W = Pre-Drilled for ELI-te with Air Release
- 21 = ELI-te with Greased Lock Pins
- 1Y = ELI-te with Air Control Module

**Mounting Angle Frame Width**
- A = 33.25" (Stainless Steel)
- B = 33.38" (Stainless Steel)
- C = 33.50" (Stainless Steel)
- D = 33.62" (Stainless Steel)
- E = 33.75" (Stainless Steel)
- F = 33.88" (Stainless Steel)
- G = 34.00" (Stainless Steel)
- H = 34.12" (Stainless Steel)
- J = 34.25" (Stainless Steel)
- K = 34.38" (Stainless Steel)
- L = 34.50" (Stainless Steel)

**Height (approx.)**
- 6 = 6" (Stationary Only)
- 7 = 7" (Stationary Only)
- 8 = 8" (Stationary Only)
- 9 = 9" (Stationary Only)
- 10 = 10" (Stationary Only)
- 11 = 11" (Stationary Only)
- 12 = 12" (Stationary Only)
- 13 = 13" (Stationary Only)

**Specialty Mounting Systems**
- N = No-Tilt

**NOTE:** For FW0070 assembly part number, please contact Customer Service for assistance 800.876.3929

**NOTE:** No-Tilt conversion kits available. Please contact Customer Service for assistance 800.876.3929

*Please note that no "dashes" are used for the complete fifth wheel assembly new part number.

**Please note that not all options are available on every top plate; Multiple option combinations are available.

***Please note that ELI-te is for FW35, FW33 and FW31 only.

---

**FOR TRADITIONAL SLIDER & STATIONARY**

#### STATIONARY INTEGRATED PLATE MOUNT

| Bracket Connection Kit | RK-06973-1 |

#### FOOT MOUNT

| Bracket Connection Kit | RK-10605 |

**FOR ILS SLIDER & STATIONARY**

| Bracket Connection Kit | RK-06973-1 |

---

**SAF-HOLLAND, SAF-HOLLAND Original Parts, SAF, HOLLAND and, NEWAY are trademarks of SAF-HOLLAND S.A., SAF-HOLLAND GmbH, and SAF-HOLLAND, Inc.**

**NOTE:** For replacement mounting brackets, see Parts Catalog XL-FW10081PM

---

**safholland.com**

SAF-HOLLAND, Inc.  
888.396.6501 Fax 800.356.3929

SAF-HOLLAND Canada Limited  
519.537.3494 Fax 800.565.7753

Western Canada  
604.574.7491 Fax 604.574.0244